SUB 200

Aluminum low tone system
8,6" passive diaphragm
Metal grid
280 watt music power

€275.00 *
inkl. MwSt.

Active subwoofer
For music and movies
Our compact SUB 200 is a universally applicable active subwoofer with a width of only 255 millimetres, for which
there is a suitable place in every living room. Thanks to its very good price/performance ratio, it is a valuable
support in the low-frequency range, especially for cheaper loudspeaker series. The bass-reflex subwoofer SUB 200
is equipped with a 280 Watt active module which is excellently equipped. On board the SUB 200 is our Room
Compensation switch, which always provides the best bass performance in your living room, regardless of the
position of the subwoofer. The high-quality aluminium driver with triple-folded wave surround guarantees precise
and dynamic bass reproduction.

Outstanding technology
The SUB 200 is equipped with a power amplifier that provides up to 280 watts of power for the 219 mm
chassis with aluminium cone. In combination with the large bass reflex port, this ensures unrestricted dynamics
and excellent bass response. The chassis and the bass reflex port are mounted on the front, which allows the
subwoofer to be positioned close to a wall. The slim active subwoofer SUB 200 is available in black and white
vinyl decor and is equipped with an acoustically neutral aluminium grille that protects the technology from
damage. The switchable room adjustment allows the sound to be perfectly adapted to the room acoustics and
personal listening habits. In addition, our SC technology protects the subwoofer from excessive excursion and
at the same time enables an enormously low lower cut-off frequency with compact cabinet dimensions.

Connection
The fully digital, newly developed output stage of the SUB 200 has a high and low level input, controls for
volume, phase adjustment (0 ... 180 degrees) and crossover frequency (50 ... 200 Hz) and a practical
automatic on/off switch. To connect a further subwoofer the power amplifier is additionally equipped with a
low-level output. The 12 kilogram subwoofer is suitable for stereo and multi-channel systems and can be
connected to stereo amplifiers and AV receivers.

Type

Active subwoofer system

Engineering Principle

Bass reflex system

Nenn- / Musikleistung

200 / 280 watts

Frequency response

22...200 Hz

Crossover frequency

55...200 Hz (adjustable)

Woofer

1 x 220 mm, Aluminium (Wave-Surround)

Connection

2 High-Level-Eingänge (Lautsprecherkabel)
2 Low-Level-Eingänge (chinch)

Special Features

Adjustable crossover frequency
Adjustable bass level
Adjustable phase limiter
SC-technology

Warranty

2 Jahre

Dimensions (WxHxD)

25.5 x 45 x 37 cm
(10'' x 17.7'' x 14.6'')

Weight

12 kg

Power consumption

0,32 Watt
Surround- und Stereo-Sets
AV-Receiver und Stereo-Receiver

Carton Content

SUB 200
Gepulvertes Stahlgitter
Netzkabel
Bedienungsanleitung

